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CONCRETE FINISHING 

PROFINISH® WALK-BEHIND 
POWER TROWELS FP436

Central lifting hook for easy 
and safe onsite handling.

Easy access to all three handle 
mounted operating controls 
provides greater user safety.

Fatigue reducing body 
contoured, padded 
handle bar provides 
operator comfort.

The Profinish® Walk-Behind Power Trowels are built for the professional tradesmen. Fitted with cast iron 
spider plates, blade tilt levers and pressure plates these precision engineered components ensure the best 
possible flat floor results are achieved on each and every slab. Equipped with highly efficient gearboxes, 
maximum torque is transferred to the trowel rotors for superior performance at low, medium and high RPM.

Model Number FP436

Operating Weight (kg) 75

Trowel Diameter (mm) (in) 915 (36)

Number of Blades 4

Rotor Speed Range (rpm) 40-130

Blade Pitch Max (deg) 30

Lifting Hook Yes

Wheel Kit Compatibility No

Engine Make Honda

Engine Model GX160

Max Rated Power (Hp) 5.5

Fuel Type

Product Code FT203436-UNIT

Barcode 9330221045414

Heavy duty gearboxes 
designed for the toughest 
panning, floating and 
finishing applications. 

Product & Performance Specifications

Flextool Profinish® Walk-Behind Power Trowels

Honda® 4-Stroke 
Engine for 
hassle free 
operation and 
low engine 
emissions.



PROFINISH® WALK-BEHIND POWER TROWELS FP436 

Trowel Blades Pan Floats

Model BR-20479 BR-220414 BR-11691

Types Combination Finishing
4 – Blade with Clip  

connection type

Application Used for floating during 
the initial stage then as 

the slab firms up the blade 
pitch can be increased for 

smooth finish. 

Used for a smooth and 
polished finish after the 

slab has firmed up.

Can be used with both 
finish and combinations 

blades to remove 
imperfections, bumps  

and voids.

Weight (kg) 8 4.8 17.6

Blade Size (mm) 205 x 355 152 x 355 940

Blade Size (in) 8" x 14" 6" x 14" 37"

Product Code FT220479-UNIT FT220414-UNIT FT211691-UNIT

Barcode 9330221037495 9330221037563 9330221039291

Trowel Blades and Pan Floats for Walk-Behind Power Trowels FP436

•	 Combination blades are designed for operators who wish to use one blade for both floating and 
finishing applications. During the initial stages of power trowelling the blade is set flat and is 
used for floating, as the slab firms up the blade pitch is increased to produce a smooth finish.

•	 Finishing blades are designed to produce a smooth and polished finish to the concrete surface. 
After the slab has firmed up, blade pitch is increased to a greater angle resulting in a smooth 
and polished finish.

•	 Pan floats clip onto both finishing or combination blades. Pan floats with their large surface 
area achieve flatter floors than traditional float blades as they are more efficient in removing 
imperfections, bumps and voids.
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